DIVISION OF FACILITIES CUNSTRUCTION AND MANAGEMENT

BRIGHAM CITY REGIONAL CENTER

STATE UOF UTAH

ASPHALT SIDEWALK IMPROVEMENTS
DFCM PROJECT NUO. 025100310

PROJECT NOTES:

1. ANY KNOWN SEWER MAINS AND SERVICES, WATERMAINS AND SERVICES, GAS MAINS
AND SERVICES, FIBER OPTIC LINES, TELEPHONE LINES, GAS LINES, MAXI-CON LINES AND
OTHER UNDERGROUND STRUCTURES ARE SHOWN ON THE DRAWINGS ONLY TO THE EXTENT
SUCH INFORMATION HAS BEEN MADE AVAILABLE TO OR DISCOVERED BY THE ENGINEER. IT
IS EXPECTED THAT THERE MAY BE DISCREPANCIES AND OMISSIONS IN THE LOCATION AND
QUANTITIES OF UTILITIES AND STRUCTURES SHOWN. THIS INFORMATION IS SHOWN FOR THE
CONVENIENCE OF THE CONTRACTOR BUT IS NOT GUARANTEED TO BE EITHER CORRECT OR
COMPLETE, AND ALL RESPONSIBILITY FOR THE ACCURACY AND COMPLETENESS THEREOF IS
EXPRESSLY DISCLAIMED.

2. CONTRACTOR SHALL CONTACT DFCM 48 HOURS IN ADVANCE OF DIGGING.

3. THE CONTRACTOR SHALL COORDINATE WITH BRIDGERLAND APPLIED TECHNOLOGY
COLLEGE AND COSMETOLOGY INSTITUTE AND WITH UTAH STATE UNIVERSITY EXTENSION ON
TIMING AND LOCATION OF WORK. THE CONTRACTOR SHALL PROVIDE ACCESS TO EACH
FACILITY LOCATED IN THE STRIP MALL AT ALL TIMES AND SHALL ADEQUATELY FLAG AND
DELINEATE HAZARDS AND CLEARLY MARK ENTRANCES AND EXITS.

4. CONTRACTOR SHALL PROVIDE CONSTRUCTION SURVEY AND FIELD ENGINEERING.

5. ACCESS TO THE CONSTRUCTION SITE SHALL BE FROM PUBLIC ROADS. ANY ACCESS
ACROSS PRIVATE PROPERTY SHALL BE ARRANGED BY THE CONTRACTOR AND APPROVED
BY THE OWNERS IN WRITING.

6. CONTRACTOR TO SET MANHOLE RINGS AND LIDS, VALVE BOXES, ETC. AS REQUIRED SO
THAT TOPS ARE FLUSH WITH, OR A MAXIMUM OF §" BELOW, THE NEW FINISHED GRADE.
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REPLACE WITH ASPHALT PATCH AT FLUSH SHEET. REPLACE WITH ASPHALT PATCH AT FLUSH ADA A Salt Lake Cly, Duah $a120
GRADE. SEE DETAIL A SHEET C-501. GRADE. SEE DETAIL A SHEET C-501. Fax: 801.990.3293

Internet: www.pavementmanagement.com

1 | 2 3 4 | 5 K-
SAW CUT ASPHALT (APPROXIMATELY 25 SAW CUT ASPHALT (APPROXIMATELY 25 I n
LF.) AND REMOVE ASPHALT AND LF.) AND REMOVE ASPHALT AND Engineering
DISPOSE OFF AT AN APPROVED LOCATION DISPOSE OFF AT AN APPROVED LOCATION ’
OFF—SITE (APPROXIMATELY 65 S.F.) EXISTING JOINT (TYP.) SEE NOTE #3 THIS OFF—SITE (APPROXIMATELY 65 S.F.) FURNI Inc.  2825E Cottonwood Parkway
/ e
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FURNISH AND INSTALL NEW CONCRETE ELEM=4J7§.§5

ADA RAMP. SEE DETAIL D SHEET C-501.

295
ELEV.=4316.5

FURNISH AND INSTALL NEW CONCRETE LIMITS OF CONCRETE REMOVALS. (TYP.) SITELOCATION:
ADA RAMP. SEE DETAIL D SHEET C—501.
STATE OF UTAH
BRIGHAM CITY
(SHEETS C—101 TO C—104) SAW CUT ASPHALT PAVEMENT FACING FURNISH AND INSTALL APPROXIMATELY 14 LF. C| REGIONAL CENTER
EXISTING CONCRETE CURB 2’ FROM FACE. REMOVE AND DISPOSE OF OF NEW 4” ABS PIPE AND APPURTANANCES
EXISTING ASPHALT PAVEMENT AT AN APPROVED FACILITY OFFSITE (FOR (BENDS, COUPLERS, ETC.) CONNECT EXISTING
CONCRETE FORMS). FURNISH AND INSTALL NEW ASPHALT PATCH WITH ROOF DRAIN TO NEW 4” ABS PIPE AND
A 6" REVEAL ON THE NEW CONCRETE CURB. SEE DETAIL A SHEET DAYLIGHT PIPE AT CURB OPENING OUITLET.
C—501. APPROXIMATELY 1010 L.F. OF SAW CUT AND 2020 S.F. OF MAINTAIN A MINIMUM OF A 2% SLOPE IN PIPE.
ASPHALT REMOVAL AND PATCH. REMOVE AND REPLACE CONCRETE
SIDEWALK AT EXISTING GRADE MAINTAINING ACCESS AT ALL DOORS PROJECT TITLE:
AND ENTRANCES. APPROXIMATELY 18,407 S.F. SEE DETAILS B
(CONCRETE AT ASPHALT) AND C (CONCRETE SIDEWALK/PAD) SHEET REGIONAL CENTER
c-501. —|{ ASPHALT
CONTRACTOR SHALL REMOVE AND DISPOSE OF SIDEWALK
NOTES: EXISTING RAILS AT EXISTING STAIRS.
CONTRACTOR SHALL FURNISH AND INSTALL NEW IMPROVEMENTS
1. CONTRACTOR SHALL MAINTAIN ACCESS FOR ALL STAINLESS STEEL RAILINGS' WITH ROUND STEEL
TENANTS AND USERS AT ALL TIMES. BALLS AND/OR STEEL BUTTONS TO PREVENT
2. THE NEW CONCRETE WHERE IT ABUTS THE EXISTING SKATEBOARDING ON THE RAILS.  THE NEW
BUILDING FOUNDATION OR EXISTING CONCRETE SHALL BE /?%if?ééﬁirf 5’4/-%4,0 Cg&%xg; p /50&@10;8@
DOWELED INTO THE EXISTING CONCRETE WITH 1,/2” SMOOTH
DOWELLS LOCATED AT 18” SPACING LOCATED AT THE APFPROVAL BEFORE INSTALLATION. B
VERTICAL CENTER OF THE NEW CONCRETE PAD. SEE
DETAILS F AND G SHEET C-501. T T e e
3. THE CONTRACTOR SHALL INSTALL NEW CONTROL AND I
EXPANSION JOINTS AT THE LOCATIONS OF ALL OF THE
EXISTING CONTROL AND EXPANSION JOINTS. SEE DETAIL G
SHEET C—501 FOR EXPANSION JOINT REQUIREMENTS AND
DETAIL H SHEET C—501 FOR CONTROL JOINT
REQU/REMENIS: MARK | DATE DESCRIPTION
4. CONTRACTOR SHALL PROTECT ALL EXISTING UTILITIES ISSUE TYPE: FINAL DRAWINGS
IN-PLACE. | A
5 CONTRACTOR SHALL PROVIDE ALL CONSTRUCTION ISSUE DATE: OCTOBER 17, 2005
STAKING, JOINT LAYOUT AND GRADE CONTROL. NORTH DFCM PROJECT NO:_05100410
CAD PROJECT NO: 02-XXX
SAW cur AS‘PH/)}T 1° FROM EXISTING CONCRETE 1"—20’ CADDWG FILE: _C.10L.DWG
CURB (APPROXIMATELY 85 L.F.) AND REMOVE = DRAWN BY: JEK
ASPHALT AND DISPOSE OFF AT AN APPROVED 20 0  [cmDBY: K
LOCATION OFF=SITE (APPROXIMATELY 90 S.F.) === COPYRIGITT: STATE OF UTAM
i / EXCAVATE EXISTING GRAVEL TO AN 11" DEPTH SHEET TITLE
AND DISPOSE OF OFF—SITE. APPROXIMATELY 18 LAYOUT
CY OF MATERIAL. REMOVE 82 L.F. OF EXISTING
CONCRETE CURB WALL AND DISPOSE OF AT AN A
APPROVED FACILITY OFF-SITE. FURNISH AND
INSTALL ASPHALT PATCH AT GRADE DRAINING A
MINIMUM OF 1.5% TO THE SOUTH (AWAY FROM SHEET NUMBER

THE BUILDING). APPROXIMATELY 475 S.F. SEE

DETAIL A SHEET C-501. C 1 01
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| |
1 2 REPAIR/RECONNECT WATERLINE UNDER 4
FURNISH AND INSTALL NEW CONCRETE- CONCRETE TO EXISTING PLANTER BOXES AND
ADA RAMP. SEE DETAIL D SHEET C—507. SPRAY HEADS. APPROXIMATELY 100 L.F. OF

NO GREATER THAN 27" PVC PRESSURIZED
IRRIGATION PIPE. CAP, REMOVE AND DISPOSE

1"=20’ FURNISH AND INSTALL NEW CONCRETE OF WATER SERVICES FROM ROOF DOWN
ADA RAMP. SEE DETAIL D SHEET C—501. EXISTING ,CONCRETE COLUMNS (5 EACH)
D
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— coLi (ne) 265
STEPS ) Z
i
4327, 4327
FLEV.=43, ,5—’ ELEV‘=4.377.5A WATER MH" 4324
v cur El =4319.6 ELEV.=4321.6
N Eorension LIMITS OF CONCRETE BEMovaLs. (TvP.)
20 0 Vv Bmange ELEV.=4324.2
% BRIDGERLAND SCHOOL TEV, =4327.1 - b
= EXISTING JOINT (TYP.) SEE NOTE #3 OF COSMETOLOGY i
SHEET C—101.
C
FURNISH AND INSTALL APPROXIMATELY 64 LF. —1
OF NEW 4” ABS PIPE AND APPURTANANCES
(BENDS, COUPLERS, ETC.) CONNECT EXISTING
ROOF DRAIN(S) TO NEW 4” ABS PIPE AND
FURNISH AND INSTALL APPROXIMATELY 16 LF. DAYLIGHT PIPE AT CURB OPENING OUTLET(S).
OF NEW 4” ABS PIPE AND APPURTANANCES MAINTAIN A MINIMUM OF A 2% SLOPE IN PIPE.
| (BENDS, COUPLERS, ETC.) CONNECT EXISTING
ROOF DRAIN TO NEW 4” ABS PIPE AND
DAYLIGHT PIPE AT CURB OPENING OUTLET.
MAINTAIN A MINMUM OF A 2% SLOPE IN PIPE.
THE SPOT ELEVATIONS SHOWN ARE AT DOORWAYS.
CONTRACTOR SHALL REMOVE AND DISPOSE OF
EXISTING RAILS AT EXISTING STAIRS.
CONTRACTOR SHALL FURNISH AND INSTALL NEW
B STAINLESS STEEL RAILINGS WITH ROUND STEEL

CONTRACTOR SHALL REMOVE AND DISPOSE OF
- EXISTING RAILS AT EXISTING STAIRS.

TRACTOR—SHALL—FURNISH_AND INSTALL NEW
STAINLESS STEEL RAILINGS WITH ROUND STEEL —
BALLS AND/OR STEEL BUTTONS TO PREVENT
SKATEBOARDING ON THE FRAILS. THE NEW
RAILS SHALL BE ADA COMPLIANT . CONTRACTOR
SHALL SUBMIT SHOP DRAWINGS ON RAILS FOR
APPROVAL BEFORE INSTALLATION.

IRRIGATION NO TE!S.'

CONNECTIONS Tt
CONCRETE IN 4

7, CONTRACTOR{/;ALL REPAIR ALL BURIED (UNDER—GONCREIE) IRRIGATION

VC SLEEVES,

2. CONTRACTOR SHALL FURNISH AND INSTALL NEW WIRE AND CONNECT WIRING FROM
EXISTING VALVES TO EXISTING IRRIGATION CONTROLLER SUCH THAT THE SYSTEM IS

BALLS AND/OR STEEL BUTTONS TO PREVENT
SKATEBOARDING ON THE FRAILS. THE NEW
RAILS SHALL BE ADA COMPLIANT . CONTRACTOR
SHALL SUBMIT SHOP DRAWINGS ON RAILS FOR
T TTAPPROYAL —BEEORél'_/NSMNON.

| N

|

EXISTING PLANTER BOXES AND PLACE ALL IRRIGATION PIPE ORDER— —— ——

FULLY FUNCTIONAL AND MEETS THE REQUIREMENTS OF THE FACILITY MANAGERS.
3. THE CONTRACTOR SHALL TEST THE IRRIGATION SYSTEM IN THE PRESENCE OF THE

FACILITY MANAGERS TO INSURE COMPLIANCE BEFORE WORK IS ACCEPTED.

THE EXISTING PLANTER BOXES SHALL BE DISCONNECTED AND REMOVED FROM THE
EXISTING CONCRETE COLUMNS AND OUT OF SIGHT ONTO THE ROOF WHERE THEY

SHALL BE CUT AND CAPPED.

4. ALL EXISTING (TEMPORARY) IRRIGATION LINES COMING FROM THE ROOF FEEDING \\

5. CONTRACTOR SHALL CONNECT NEW PLANTER BOX WITH 1” PVC PRESSURIZED

IRRIGATION LINE INSIDE OF A 4" PVC SLEEVE AND FURNISH AND INSTALL
HEADS MATCHING THOSE OF EXISTING PLANTER BOXES.
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6.5

ELEV.=4330.3

UTAH STATE UNIVERSITY
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FURNISH AND INSTALL TWO (2) NEW

4327

r.1

I DOORWAYS.

ASPHALT

Piad

P

CONCRETE ADA RAMPS. SEE DETAIL D
SHEET C-501.

EV.=4330.4
WATER M (LOCATION MAY VARY) FURNISH AND INSTALL NEW CONCRETE PLANTER
BOX. APPROXIMATELY 13" X 11°. CONCRETE WALLS SHALL BE 30"
MAX. TALL (FROM TOP OF SURROUNDING CONCRETE) AND SHALL
HAVE CHAMFERED EDGES. CONTRACTOR SHALL CONNECT 17 PVC
IRRIGATION LINE TO BOX UNDER NEW CONCRETE. SEE DETAIL E
SHEET C-501.

REMOVE CONCRETE STEPS AND DISPOSE OF AT
AN APPROVED FACILITY OFF—=SITE. SECURE
EXISTING DOOR SUCH THAT IT MAY NOT BE
OPENED. REPLACE WITH NEW CONCRETE PAD AT
GRADE (ENTRANCE IS ABANDONED).  SEE DETAIL
C SHEET C-501.

MAINTAIN 527 OF CLEARANCE FROM NEW
CONCRETE RAMP TO EXISTING WALL FOR
ACCESS TO EXISTING ENTRANCE.

TURNAROUND MINIMUM OF 90" X 48" TRAVERSIBLE SPACE

REMOVE EXISTING CONCRETE STEPS, STOOP AND RAILINGS
AND DISPOSE OF AT AN APPROVED FACILITY OFF—SITE.
SAW CUT AND REMOVE AND DISPOSE OF EXISTING
ASPHALT FPAVEMENT UNDER FOOTPRINT OF NEW CONCRETE
ADA RAMP. FURNISH AND INSTALL NEW ADA COMPLIANT
CONCRETE STOOP (60" X 60" TRAVERSIBLE MIN.)
CONCRETE RAMP (MAX 1:12 SLOPE AND MIN. 42"
TRAVERSIBLE WIDTH) AND STAINLESS STEEL RAILINGS (BOTH
SIDES — ADA COMPLIANT).  SUBMIT SHOP DRAWINGS ON
RAILINGS PRIOR TO INSTALLATION. ALL DIMENSIONS AND
GRADES SHALL MEET MINIMUM ADA REQUIREMENTS.

BUILDING

NEW STOOP MINIMUM OF 60" X 60" TRAVERSABLE SPACE
FLUSH WITH FLOOR ELEVATION AND GRADED AT A MIN. 1%
GRADE AWAY FROM BUILDING. STOOP SHALL HAVE ADA

FLEV.=4350. COMPLIANT STAINLESS STEEL HANDRAILS ALONG WEST AND SOUTH EDGES.

TOP OF STOOP (ENTRANCE FLOOR ELEVATION)
/S APPROXIMATELY 4330.30. TOP OF ASPHALT
ELEVATION IS APPROXIMATELY 4327.30.
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SAW CUT ASPHALT (APPROXIMATELY 35
L.F.) AND REMOVE ASPHALT AND
DISPOSE OFF AT AN APPROVED LOCATION
OFF—SITE (APPROXIMATELY 75 S.F.)
REPLACE WITH ASPHALT PATCH AT FLUSH
GRADE. SEE DETAIL A SHEET C-501.

PROTECT COLUMNS IN—-PLACE (TYP.)

NORTH
1 "=201

20
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NOTE: PAINT CURB RED
SAW CUT EXISTING ASPHALT 2' FROM

AND REPLACE WITH NEW PAVEMENT

3" COMPACTED ASPHALT
/.

EXISTING ASPHALT NEW PAVEMENT 1/2° MAX AGGREGATE.

VARIES VARIES

AS PER ASTM-D155

T '/INSTALL NEW SIDEWALK WHERE

SHOWN ON PLANS. SEE DETAIL B THIS SHEET.

8" OF NEW ROAD BASE COURSE 3/4 OR 1" MAX.

TRUCTURAL FILL COMPACTED IN 6" LIFTS
TO A 96% DENSITY. PLACE WHERE
SOFT & YIELDING SUBGRADE IS FOUND

WOVEN GEOTEXTILE FABRIC

CONCRETE NOTE:

CONCRETE SHALL HAVE AN MINIMUM 28 DAY UNCONFINED
COMPRESSIVE STRENGTH OF 4,000 POUNDS PER SQUARE
INCH AND CONTAIN 5 PERCENT +/— 1PERCENT

A SP H ALT PROOF ROLL SUBGRADE
PAVEMENT /PATCH /AN
SCALE: NTS U
ALL CONCRETE CURB FACE SHALL BE PAINTED RED (2 COATS)
6'—0" 12"
glrjrlliijlggUgoupsR;EALT—b CROSS SLOPE, 1(4'|' /FI' FINISHED GRADE
1

AGGREGATE BASE
COURSE

CONCRETE SIDEWALK
AT PARKING LOT BN

SCALE: NTS U

AIR ENTRAINMENT.

ALL SAW CUTS MUST BE COMPLETED WITHIN 24 HOURS
OF THE "INITIAL SET® OF THE CONCRETE AND SHOULD
BE PERFORMED UNDER THE DIRECTION OF THE CONCRETE
PAVING CONTRACTOR.

INCLUDE PRO MESH FIBER MESH IN_ALL CONCRETE
MIX OR APPROVED QUAL. ADD AT 1.5 LBS

PER CUBIC YARD OF M X WELL FOR A
MINIMUM OF 5 MINUTES BEFORE PLACING.

SEE SPECIFICATIONS FOR MIX REQUIREMENTS.

EXPANSION JOINT (WHERE ABUTS EXISTING CONCRETE

/7 FINISHED GRADE (EXISTING CONCRETE)

FOR REQUIREMENTS WERE RECONSTRUCTED

SEE PLAN OR BUILDING)
FINISHED GRADE
\ MIN 05% SLOPE |
Y N > B, T
D_/fpoo(‘i% ] SEE DETAILS F_AND G THIS SHEET
.
U.D.O.T. 3/4" GRADATION UNTREATE 09®%06%a

4"
BASE COURSE RAVEL COMPACTED TO 96% __t
. DRY DENSITY PER ASTM D-1557 4

SCALE: NTS

CONCRETE SIDEWALK &
N

o
Roa
SEE DETAIL C
FOR CONCRETE DETAILS

CONCRETE ABUTS EXISTING CONCRETE
OR EXISTING BUILDING

1/4" UP TO PREVENT WATER
FROM ENTERING RAMP WITH
NEGATIVE SLOPE.

\-DETEGTABLE WARNINGS SHALL CONSIST OF RAISED TRUNCATED DOMES WITH
A DIAMETER OF NOMINAL 0.9 INCHES, A HEIGHT OF NOMINAL 0.2
INCHES AND A CENTER-TO—CENTER SPACING OF NOMINAL 2.35 INCHES AND

SHALLCONTRAST VISUALLY WMITH ADJOINING SURFACES, EITHER LIGHT— ON-—
DARK OR DARK—ON-LIGHT. SUCH STRIPS SHALL COMPLY WITH ADA
REQUIREMENT SECTIONS 4.29.2.

HANDICAPPED RAMP /DN

SCALE: NTS

1" TOP OF WALL
TOP OF NEW
CONCRETE WALK LEVEL

! ‘ 30" MAX.

6"

FURNISH AND INSTALL BEDDING . .
MATERIAL. 2 PARTS TOPSOIL 3/4° CHAMFER 16"
ENRICHED WITH 1 PART

, NUTRI-MULCH OR APPROVED
13 EQUAL. APPROXIMATELY 11
CUBIC YARDS TOTAL.

—1/2" PREMOLDED EXPANSION
FILLER STRIP AND SEALANT
APART

L e

3'-0" MAX

43 BARS CONTINUOUS
for aND BoTTOM

e <]

o o ok of

CONCRETE PLANTER WALL

\ 4" OF COMPACTED BASE
PLAN 6" THICK, 30° MAX TALL MATERIAL
CONCRETE WALL SECTION A—A
PLANTER BOX /BN
SCALE: NTS NG
EXPANSION JOINT-

SEE DETAIL G THIS SHEET
DRILL SMOOTH DOWEL INTO EXISTING CONCRETE

6" U.D.0.T. 3/4" GRADATION
UNTREATED BASE COUSE GRAVEL

JOINT BETWEEN NEW AND
EXISTING CONCRETE

SCALE: NTS

JOINT SEALANT
SIKA FLEX 1A OR
APPROVED EQUAL

AN EXPANSION JOINT SHALL BE INSTALLED AT ALL JOINTS BETWEEN
1/4% EXISTING AND RECONSTRUCTED CONCRETE PAVEMENT

r1/4

LQSED C L 1/2" DIA. BACKER ROD.

i\EXP’ANSION CAP

\-LUBRICATE THIS END

1/2" ¢ SMOOTH DOWEL

14" LONG © 18" O.C. /
CLEAN & PRIME JOINT PRIOR

TO INSTALLATION OF JOINT SEALANT

EXPANSION JOINT B\
N

SCALE: NTS

AW CUT GREEN CONCRETE

—”—1/4 TO A 2° MIN. DEP"'H

Creryer PUCAERIRN

SCALE: NTS

CONTROL JOINT M
_/
|
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